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1
WIRELESS SPECTRUM MONITORING AND
ANALYSIS

BACKGROUND

This specification relates to wireless-spectrum monitoring
and analysis.

Radio frequency (RF) spectrum is a limited and valuable
resource. Governmental agencies and regulatory authorities
typically control allocation and use of the spectrum, and the
rights to use portions of the spectrum are sold or licensed to
wireless service providers and other types of public and pri-
vate entities. The wireless service providers use the spectrum
allocated to them to provide wireless services to end users, for
example, in the frequency bands for wireless communication
standards.

SUMMARY

In a general aspect, wireless-spectrum usage is monitored
and analyzed.

In some aspects, a wireless-spectrum analysis system
includes wireless-spectrum analysis devices distributed at
distinct locations over a geographic region. The wireless-
spectrum analysis devices are configured to concurrently
monitor wireless-spectrum usage at each distinct location.
Each wireless-spectrum analysis device is configured to
transmit, from the wireless-spectrum analysis device, spec-
tral-usage parameters identified by the wireless-spectrum
analysis device based on wireless signals detected by the
wireless-spectrum analysis device at its distinct location. The
wireless-spectrum analysis system further includes a data
aggregation system configured to aggregate the spectral-us-
age parameters transmitted from the wireless-spectrum
analysis devices.

In some aspects, a wireless-spectrum analysis system
includes a communication system and a data analysis system.
The communication system is configured to receive spectral-
usage parameters from wireless-spectrum analysis devices
distributed over a geographic region. The spectral-usage
parameters are based on wireless signals detected by the
wireless-spectrum analysis devices at their respective loca-
tions in the geographic region. The data analysis system gen-
erates a spectral-usage report for the geographic region based
on the spectral-usage parameters from the devices.

The details of one or more implementations are set forth in
the accompanying drawings and the description below. Other
features, objects, and advantages will be apparent from the
description and drawings, and from the claims.

DESCRIPTION OF DRAWINGS

FIG. 1 is a block diagram showing an example wireless-
spectrum analysis system.

FIG. 2 is a block diagram showing architecture of an
example wireless-spectrum analysis system.

FIG. 3 is a block diagram showing an example distribution
of wireless-spectrum analysis devices.

FIG. 4 is a block diagram showing example spectrum
inspection (SI) information associated with wireless-spec-
trum analysis devices.

FIG. 5 is another block diagram showing example SI infor-
mation associated with wireless-spectrum analysis devices.

FIG. 6 is a block diagram showing an example wireless-
spectrum analysis device.

FIG. 7 is a block diagram showing an example SI signal
path of a wireless-spectrum analysis device.
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2

FIG. 8 is a block diagram showing another example SI
signal path of a wireless-spectrum analysis device.

FIG. 9 is a top view of an example wireless-spectrum
analysis device.

FIG. 10 is a top view of example antenna profiles of the
antennas 910a-d of the example wireless-spectrum analysis
device 900 of FIG. 9.

FIG. 11 is a top view of another example wireless-spectrum
analysis device.

FIG. 12 is ablock diagram showing an example application
of a wireless-spectrum analysis device.

Like reference symbols in the various drawings indicate
like elements.

DETAILED DESCRIPTION

In some aspects of what is described here, wireless-spec-
trum usage is monitored and analyzed over space and time.
For example, spectral-usage parameters can be aggregated
from a number of wireless-spectrum analysis devices that
operate concurrently at various locations in a geographic
region. The geographic region can be relatively small or large
(e.g., having a radius ranging from tens or hundreds of meters
to multiple-kilometers) and can generally represent any area
of interest (e.g., a building, city block, jurisdiction, demo-
graphic, industry, etc.). In some instances, the aggregated
data can facilitate a realistic and comprehensive analysis of
spectral usage and provide an understanding of the utilization
and quality of wireless-spectrum and other resources in the
geographic region.

In some implementations, wireless-spectrum usage for
various wireless communication standards is monitored and
analyzed. For example, the wireless-spectrum analysis
devices can monitor and analyze 2G standards such as Global
System for Mobile (GSM) and Enhanced Data rates for GSM
Evolution (EDGE) or EGPRS, 3G standards such as Code
division multiple access (CDMA), Universal Mobile Tele-
communications System (UMTS), and Time Division Syn-
chronous Code Division Multiple Access (TD-SCDMA), 4G
standards such as Long-Term Evolution (LTE) and LTE-Ad-
vanced (LTE-A), wireless local area network (WLAN) or
WiFi standards such as IEEE 802.11, Bluetooth, near-field
communications (NFC), millimeter communications, or mul-
tiple of these or other types of wireless communication stan-
dards. In some implementations, wireless-spectrum usage for
other types of wireless communication (e.g., non-standard-
ized signals and communication protocols) is monitored and
analyzed.

In some instances, wireless-spectrum usage data and
related information can be collected by or provided to (e.g.,
sold, subscribed, shared, or otherwise provided to) various
entities. For example, wireless-spectrum usage data can be
used by governmental agencies or regulatory authorities (e.g.,
Federal Communications Commission (FCC), etc.), stan-
dards-development organizations (e.g., 3rd Generation Part-
nership Project (3GPP), the Institute of Electrical and Elec-
tronics Engineers (IEEE), etc.), spectrum rights owners and
licensees, wireless service providers, wireless device and
chip manufactures and vendors, end users of the wireless
services, or other entities.

The wireless-spectrum usage data and related information
can be used for a variety of purposes. For example, govern-
mental agencies or regulatory authorities may use the infor-
mation to better regulate, control, and enforce allocated or
unallocated spectrum usage rights, standards-development
organizations may use the information to choose operating
frequencies and develop standards to balance spectrum load
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(e.g., by exploiting under-loaded frequency bands and off-
loading congested frequency bands), or service providers
may use the information to optimize or otherwise improve
system hardware, software, services, or infrastructure.

With more accurate and more comprehensive spectrum
usage data, targeted schemes can be designed to improve the
utilization of wireless-spectrum and other resources. In some
instances, based on utilization and quality of the frequency
bands that they own or operate on, spectrum rights owners
and licensees or wireless service providers can design,
modify, or otherwise manage their own spectrum usage. For
example, given the knowledge that certain geographic loca-
tions experience heavy data traffic, wireless service providers
may add base stations or modify a cell configuration (e.g.,
adjusting a frequency reuse scheme) to accommodate the
heavy data traffic in the geographic locations. As another
example, given the knowledge that certain times of day expe-
rience heavier data traffic than others, wireless service pro-
viders may design promotions or policies to encourage usage
during other than peak hours.

In some examples, a wireless-spectrum analysis system
includes a number of wireless-spectrum analysis devices
(e.g., spectrum inspection (SI) boxes) and a data aggregation
system. The wireless-spectrum analysis devices can be dis-
tributed over various locations over a geographic region. The
wireless-spectrum analysis devices can monitor and analyze
the RF spectrum at the respective locations, and transmit
spectral-usage parameters to the data aggregation system.
The data aggregation system can serve as a central back-end
system that aggregates, compiles, and analyzes information
transmitted from the wireless-spectrum analysis devices.

In some implementations, the wireless-spectrum analysis
system and the individual the wireless-spectrum analysis
devices can perform various types of analysis in the frequency
domain, the time domain, or both. For example, analyzing
wireless-spectrum usage may include analyzing the wireless
spectrum in a frequency domain, analyzing wireless signals
in the time domain, or a combination of these and other types
of analysis. In some cases, the wireless-spectrum analysis
devices are configured to determine bandwidth, power spec-
tral density, or other frequency attributes based on detected
signals. In some cases, the wireless-spectrum analysis
devices are configured to perform demodulation and other
operations to extract content from the wireless signals in the
time domain such as, for example, signaling information
included the wireless signals (e.g., preambles, synchroniza-
tion information, channel condition indicator, SSID/MAC
address of a WiFi network).

In some examples, a wireless-spectrum analysis system
provides a spectral-usage report based on spectral-usage data
from the devices. The spectral-usage report can be provided
to users (e.g., in a user-interface), stored in a database (e.g.,
for analysis or archival purposes), transmitted to subscribers
or other entities (e.g., governmental agencies or regulatory
authorities, standards-development organizations, spectrum
rights owners and licensees, wireless service providers, etc.),
or output in another manner. In some instances, a spectral-
usage report can include text, data, tables, charts, graphs or
other representations of wireless-spectrum usage.

In some examples, the spectral-usage report can include
frequency-domain information, time-domain information,
spatial-domain information, or a combination of these and
other knowledge gained from analyzing the wireless signals
detected by the wireless-spectrum analysis devices. The spec-
tral-usage report can include global information and higher-
level knowledge based on the data from all multiple wireless-
spectrum analysis devices in disparate locations. For
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instance, the spectral-usage report can include trends, statis-
tics, patterns, coverage, network performance, or other infor-
mation over time or space. In some implementations, the
spectral-usage report can be tailored or customized based on
the business, preferences, or other attributes of a particular
user or entity.

In some examples, a large number of wireless-spectrum
analysis devices can be used at distinct locations over a geo-
graphic region to concurrently monitor wireless-spectrum
usage at each distinct location. Accordingly, RF signals at
various locations can be inspected at the same time or during
overlapping time periods, which may render a more accurate
and more comprehensive inspection of the spectrum usage
over the geographic region. In some cases, a wireless-spec-
trum analysis device monitors wireless-spectrum usage at its
respective location by “listening” or “watching” for RF sig-
nals over a broad range of frequencies and processing the RF
signals that it detects. There may be times when no RF signals
are detected, and a wireless-spectrum analysis device may
process RF signals (e.g., from time to time or continuously) as
they are detected in the local environment of the device.

In many instances, the wireless-spectrum analysis devices
can detect wireless signals that have been transmitted by or
between other entities or systems, for example, on a particular
frequency or set of frequencies, or by natural phenomena. The
source, destination, context, and nature of the wireless signals
can vary. Accordingly, the wireless-spectrum analysis
devices may monitor wireless-spectrum usage by a variety of
systems, entities, or phenomena, and the systems described
here are not limited to monitoring any particular type or class
of systems or protocols.

In some cases, the wireless-spectrum analysis devices can
be implemented as relatively low-cost, compact, and light-
weight devices. The small size and portability can, in some
instances, expand the applicability and enhance the flexibility
of the wireless-spectrum analysis system. In some instances,
wireless-spectrum analysis devices can be placed at or
coupled to a pico/femto cell box of a cellular system, a WiFi
access point or base station, a vehicle, a router, a mobile
device (e.g., a smartphone, a tablet, etc.), a computer, an
Internet of Things (e.g., machine to machine (M2M)) mod-
ule, a cable modem box, a home gear electronic box (e.g., TV,
modem, DVD, video game stations, laptops, kitchen gear,
printers, lighting, phones, clocks, thermostats, fire detection
units, CO, detection units, etc.), or other places.

In some implementations, a wireless-spectrum analysis
device can perform computations and analyses on the raw
data (e.g., the detected RF signals) on the spot, to extract a
digest of relevant information (e.g., spectral-usage param-
eters). In some implementations, instead of transmitting the
raw data to the data aggregation system, the wireless-spec-
trum analysis devices transmit the digest extracted from the
raw data, which may reduce data traffic, reduce power con-
sumption (which may extend battery life, where applicable),
and provide other advantages. In some cases, the raw data can
be transmitted to the data aggregation system, for example,
upon request or in other instances.

In some implementations, communication between wire-
less-spectrum analysis devices and a data aggregation system
can be based on, for example, internet protocol (IP) transport
or another standard data transport protocol, which may pro-
vide more efficient data transmission. In general, messages
can be transmitted from the wireless-spectrum analysis
devices to the data aggregation system at any time. For
example, the transmission can be triggered by detected usage
of the RF spectrum, initiated by a request from the data
aggregation system, sent according to a predetermined sched-
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ule or periodic intervals, or otherwise. In some instances, the
aggregation system can request data from a particular wire-
less-spectrum analysis device.

In some examples, the wireless-spectrum analysis devices
can be deployed and controlled from a back-end system. For
example, the wireless-spectrum analysis devices may operate
without requiring a technician on site to operate the device. In
some implementations, a data aggregation system or another
type of central control system can execute control operations,
for example, to configure or upgrade the wireless-spectrum
analysis devices. In some instances, the control system can
request configure information or run internal tests on any
particular wireless-spectrum analysis device.

FIG. 1 is a block diagram showing an example wireless-
spectrum analysis system 100. The example wireless-spec-
trum analysis system 100 shown in FIG. 1 includes a network
of wireless-spectrum analysis devices 110 (denoted as SI
boxes) and a data aggregation system 115. As shown in FIG.
1, a number (e.g., tens, hundreds or thousands) of wireless-
spectrum analysis devices 110 can be distributed over a geo-
graphic area encompassing multiple cells 105 of one or more
cellular networks, with multiple wireless-spectrum analysis
devices 110 in each cell 105. In some implementations, the
wireless-spectrum analysis devices 110 can be distributed
over another geographic region, for example, an area that
does not include a cellular network. The wireless-spectrum
analysis devices 110 can be identical or similar to each other;
or the wireless-spectrum analysis system 100 can include a
variety of different wireless-spectrum analysis devices 110.

As shown in FIG. 1, each cell 105 includes one or more
base stations 120, which interface with user equipment (e.g.,
cellular phones, etc.) in a cellular network (e.g., a cellular
voice network, cellular data network, etc.). Each cell 105
typically includes a single base station 120. Typically, the
density of the base stations in a geographic region is deter-
mined based on a desired cell coverage and is computed
during a cell planning stage and thus remains relatively fixed
once the infrastructure has been deployed.

A base station 120 typically provides wireless service for
mobile devices in a broad region, for example, over an entire
cell 105. As such, the base stations 120 need enough power to
transmit signals over a relatively large region, for example, to
provide satisfactory cell coverage. Base stations typically use
an array of high power processors or high power components
with power consumption on the order of 10 Watts to 100 Watts
or more, and may require cooling systems to maintain an
operating temperature of the base station. For these and other
reasons, base stations are often large, expensive systems. For
example, a cellular base station is often composed of several
antennas mounted on a tower and a building with electronics
near the base of the tower, and a cellular base station can cost
in the range of $100,000 to $1,000,000 or more, in some
instances.

In the example shown, the wireless-spectrum analysis
devices 110 provide spectral usage information to the data
aggregation system 115. For example, the wireless-spectrum
analysis devices 110 may send messages (e.g., I[P packets,
Ethernet frames, etc.) to the data aggregation system 115
through an IP cloud network, an Ethernet, or another com-
munication system. For instance, the wireless-spectrum
analysis system 100 may leverage existing communication
and power infrastructure (e.g., public networks, private net-
works, wide area networks, etc.), other than (or including) the
cellular networks supported by the base stations 120.

The example wireless-spectrum analysis devices 110 can
be modular or standalone devices that that each monitor and
analyze wireless signals in a local area. In some cases, the
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wireless-spectrum analysis devices 110 are dedicated to pro-
viding spectral usage data, without providing cellular service
(e.g., to user equipment), supporting operation of the base
stations 120, or otherwise operating as a component of the
cellular network. For example, the wireless-spectrum analy-
sis devices 110 can include specialized hardware (e.g., cus-
tomized circuits, customized chipsets, etc.) and specialized
software (e.g., signal processing and analysis algorithms) for
detecting and analyzing wireless signals.

In some instances, the wireless-spectrum analysis devices
110 operate with low power consumption (e.g., around 0.1 to
0.2 Watts or less on average), and they can be relatively small
and inexpensive. In some examples, an individual wireless-
spectrum analysis device can be smaller than a typical per-
sonal computer or laptop computer, and can operate in a
variety of environments. In some cases, the wireless-spec-
trum analysis devices are modular, portable, compact devices
that can be installed in office spaces, on urban infrastructure,
in residential areas, on vehicles, or other locations. In some
cases, a wireless-spectrum analysis device can be manufac-
tured for less than $100, although the actual cost will vary.

In the example shown in FIG. 1, the wireless-spectrum
analysis devices 110 are geographically distributed more
densely than the base stations 120. As such, in some
instances, the wireless-spectrum analysis devices 110 can
inspect the wireless-spectrum with higher location resolution
and accuracy. As a particular example, a thousand wireless-
spectrum analysis devices 110 may be placed in various loca-
tions within a city, with approximately fifty wireless-spec-
trum analysis devices 110 within each the area of each cell
105, although the actual number will vary for individual
applications. Each wireless-spectrum analysis device 110
resides in a distinct location (i.e., a location that is physically
distinguishable from the locations of the other wireless-spec-
trum analysis devices 110).

The density of the wireless-spectrum analysis devices 110
in a geographic area can be determined, for example, based on
the area, population, location, or other factors of the geo-
graphic area. For instance, the density of the wireless-spec-
trum analysis devices 110 in an urban area may be higher than
in a rural area, in some instances. In some cases, due to their
relatively low cost and small size, the example wireless-
spectrum analysis devices 110 can be distributed throughout
a cell 105 or another region of interest to provide a more
economic solution for monitoring and analyzing wireless-
spectrum usage throughout the region.

The wireless-spectrum analysis system 100 can be imple-
mented, in some cases, with a high level of flexibility in
system configuration and management. For example, the
wireless-spectrum analysis devices 110 can be portable, plug-
and-play devices that can be relocated relatively easily, and
can operate in a variety of locations. In some examples, the
wireless-spectrum analysis devices 110 have standard com-
munication interfaces (e.g., Ethernet, WiFi, USB, etc.) and
accept standard power or operate on battery power. Accord-
ingly, the configuration of the wireless-spectrum analysis
system 100 (e.g., the total number, density, and relative loca-
tions of the wireless-spectrum analysis devices 110) can
accommodate a variety of environments and can be modified
or adjusted, for example, from time to time.

The example data aggregation system 115 can receive
spectral usage information (including measurements, a digest
of relevant information, etc.) sent from the wireless-spectrum
analysis devices 110, store the spectral usage information
(e.g., in a database), and execute algorithms that process the
aggregated data from the database to extract higher-level
information of the spectral usage. The higher-level informa-
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tion can include, for example, trends, statistics, coverage,
network usage, or any other local or global information asso-
ciated with the wireless-spectrum analysis devices 110. The
data aggregation system 115 may also control operation of the
wireless-spectrum analysis devices 110, and interact with
them individually, for example, to provide software updates,
to request particular data, or to perform other control opera-
tions.

FIG. 2 is a block diagram showing architecture of an
example wireless-spectrum analysis system 200. The wire-
less-spectrum analysis system 200 can represent the wireless-
spectrum analysis system 100 of FIG. 1, or another wireless-
spectrum analysis system. The example wireless-spectrum
analysis system 200 includes a number of wireless-spectrum
analysis devices 110, an IP cloud network 220, and a main
controller 230. The wireless-spectrum analysis system 200
can include additional or different components. In some
implementations, a wireless-spectrum analysis system can be
arranged as shown in FIG. 2 or in another suitable manner.

In the example shown in FIG. 2, each wireless-spectrum
analysis device 110 is implemented as a spectrum inspection
(SI) box at a respective physical location having spatial coor-
dinates (X,, y,, Z;), where i varies from 1 to L (L is the number
of the wireless-spectrum analysis devices 110). In some
implementations, each SI box can include a Global Position-
ing System (GPS) or another location identification system
that identifies the location coordinates of the SI box, or the
location coordinates can be identified in another manner. In
some implementations, each SI box has a unique identifier,
and the identifier can be associated with a location identifier
or location coordinates.

The example SI boxes can monitor and analyze wireless-
spectrum in both frequency and time domains and perform
in-depth analyses of wireless communication services avail-
able at the associated geographic location. For instance, the SI
box can detect an RF signal in a local wireless environment
about the location of the SI box at any given time. In some
instances, the SI box can identify data packets and frames,
extract synchronization information, cells and services iden-
tifiers, and quality measurements of RF channels (e.g., chan-
nel quality indicator (CQI)), and the SI box can derive spec-
tral-usage parameters based on these and other control
information and traffic data of the RF signal detected by the SI
box. The control information and traffic data of the RF signal
can include physical and medium access (MAC) layers infor-
mation corresponding to a wireless communication standard
such as, 2G GSM/EDGE, 3G/CDMA/UMTS/TD-SCDMA,
4G/LTE/LTE-A, WiFi, Bluetooth, etc. The spectral-usage
parameters (e.g., for particular frequencies, or particular
bandwidths, etc.) can include the power of detected RF sig-
nals, the signal-to-noise ratio (SNR) of detected RF signals,
the frequency at which detected RF signals have maximum
power, or other parameters. In some implementations, the SI
box can identify RF jammers and interferers, or other types of
information.

In the example shown in FIG. 2, data from the SI boxes
(e.g., the spectral-usage parameters or other information) are
aggregated by a data aggregation or central control system
(e.g., the main controller 230). In some implementations, data
from the SI boxes are aggregated by the main controller 230
by receiving the messages transmitted from the SI boxes, for
example, through the IP network (e.g., the IP cloud network
220). In some implementations, the ST boxes are connected to
the IP cloud network 220 via a local network (e.g., a local
internet 202 or 204). The SI boxes can be connected to the
local network by a local wireline network 214 or a wireless
network 212. The wireline network 214 can include, for
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example, Ethernet, xDSL (x-digital subscriber line), optical
network, or other types of wireline communication networks.
The wireless network 212 can include, for example, WiFi,
Bluetooth, NFC, or other types of local wireless networks. In
some implementations, some of the SI boxes are connected
directly to the IP cloud network 220 using one or more wide
area networks 206. The wide area networks 206 can include,
for example, cellular network, satellite network, or other
types of wide area networks.

The example main controller 230 can be included in the
data aggregation system 115 of FIG. 1 or another back-end
system. The main controller 230 can be a computing system
that includes one or more computing devices or systems. The
main controller 230 or any of its components can be located at
a data processing center, a computing facility, or another
location. In the example shown, the main controller 230 can
remotely control operation of the SI boxes. Example func-
tions of the main controller 230 can include aggregating the
information from some or all ofthe SIboxes, upgrading the SI
box software, monitoring states of the SI boxes, etc. For
example, the main controller 230 can send software updates
to some or all SI boxes.

In the example shown in FIG. 2, the main controller 230
can put the SI boxes into one or more calibration or test
modes, reset various elements within the SI boxes, or config-
ure any individual ST box as necessary, for example, based on
the location or state of the SI box, its neighboring SIboxes, or
other factors. In some examples, the states of an SI box can
include: (i) the temperature of the SI box, (ii) the current
power consumption of the SI box, (iii) the data rate flowing
from the STbox back to the main controller 230, (iv) the signal
strength, SSID’s, or MAC addresses of the local WiFi signals
around the STbox, (v) the location of the SI box (e.g., detected
an internal GPS unit in the SI box), (vi) a signal (e.g., IP
packets, control signaling transmitted over the network) that
provides information on the state of the ST box or its surround-
ing SIboxes. The main controller 230 may monitor additional
or different states of the SI boxes.

In some implementations, the main controller 230 can
include or be coupled to a communication system that
receives spectrum inspection information (e.g., spectral-us-
age parameters, spatial and temporal coordinates for each of
the spectral-usage parameters, states of the SI boxes, etc.)
transmitted from the SI boxes. The main controller 230 can
include or be coupled to a data analysis system 236 that can
aggregate (e.g., assemble, compile or otherwise manage) the
spectrum inspection information from the multiple SI boxes
and generate a spectral-usage report for the geographic region
based on the spectral-usage parameters from the SI boxes.

In some instances, the spectral-usage report can be pre-
sented on a data interface 238 to present users the usage,
quality, or other information of the wireless-spectrum over
the various locations of the SI boxes. For example, the spec-
tral-usage report can indicate detected wireless traffic levels
in each of the multiple bandwidths in an RF spectrum,
detected wireless traffic levels for multiple wireless commu-
nication standards, spatial and temporal distributions of wire-
less-spectrum usage in the geographic region, or other infor-
mation. The traffic levels can include, for example,
throughput, data rate, peak and valley values, or other statis-
tics (e.g., average and variance) of the spectral usage infor-
mation. The spectral-usage report can include, for example,
tables, charts, and graphs showing the detected wireless traf-
fic levels versus space and time. For instance, the spectral-
usage report can include a graph or map (e.g., as shown in
FIGS. 3-5) showing the spatial distribution of wireless-spec-
trum usage in the geographic region. The spectral-usage
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report can include a bar chart or table showing the temporal
distribution or trends of wireless-spectrum usage (e.g., show-
ing the peak, average, and valley traffic amount during a day,
a month, or a year).

In some implementations, the data analysis system 236 can
analyze real-time data, historical data, or a combination of
both, and determine spectral-usage parameters for a geo-
graphic region. For example, the data analysis system 236 can
determine a source location for the wireless signals received
by the SI boxes; and the generated spectral-usage report can
include an indication of the source location.

FIGS. 3 and 4 show aspects of example spatial and tempo-
ral distributions of wireless-spectrum usage in a geographic
region; FIG. 5 shows aspects of example techniques for deter-
mining the source location. In some instances, similar or
related information can be included in a spectral-usage report
generated by the main controller 230 and displayed to the
users. In some implementations, the spectral-usage report can
include additional or different representations of the spectral-
usage information.

FIG. 3 is a block diagram 300 showing an example spatial
distribution of wireless-spectrum analysis devices (e.g., the
SI boxes). As shown in FIG. 3, each SI box has a geographic
location (X,, v;, Z,) and can monitor and analyze the wireless-
spectrum at its respective geographic location (x;,y;, Z,). Each
SIbox can transmit spectrum inspection (SI) informationto a
data aggregation system (e.g., the main controller 230 in FIG.
2). The SI information can include, for example, spectrum
data (e.g., spectral-usage parameters), location and time
information for each spectral-usage parameter, state informa-
tion of the SI box, or other information. For example, the
location and time information can include spatial coordinates
of the SI box (e.g., (X,, ¥;, Z,) or in other coordinates) and
temporal coordinates (e.g., a time of day) at which each of the
spectral-usage parameters is obtained. The example block
diagram 300 shows the spatial coordinates of the SI boxes and
serves as a map of the example spatial distribution of the SI
boxes in a geographic region. In some implementations, the
SI information of each SI box can be superimposed onto the
diagram 300 and displayed, for example, to a user.

FIG. 4 is block diagram 400 showing example SI informa-
tion 410 associated with the SI boxes shown in FIG. 3. In the
example shown in FIG. 4, the example SIinformation 410 can
be displayed adjacent to or on top of the respective spatial
coordinates of the ST boxes. The displayed Sl information 410
can include some or all types of SI information described
above. For example, one or more of the spectral-usage param-
eters can be displayed. In some implementations, temporal
coordinates for each of the spectral-usage parameters can also
be displayed. The information can be the same, similar, or
different for each distinct SI box. Because the SI information
410 can be aggregated at a central location (e.g., the main
controller 230), the SI information 410 of multiple SI boxes
can be correlated, compared, interpolated, or otherwise
manipulated to derive further information. For example, the
relative position of a source signal can be determined based
on SI information of the SI boxes that can detect the source
signal. Additional or different information can be derived.

FIG. 5 is another block diagram 500 showing example SI
information associated with the SI boxes shown in FIG. 3. In
this example, a detected signal power at one or more frequen-
cies is displayed as the example SI information for each SI
box at its respective location. The measured power of the
signal at frequency f at locations (X, ¥, Z;), (X5, Y25 Z5) (X3,
Y3, Z3), and (X, ¥, Z,) are denoted as P, ., , 510, P, ., 5
520,P,,,..;»530,and P, , , 540, respectively. Based on the
measured power levels of the multiple SI boxes, the source
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location of the signal at frequency 505 can be estimated, for
example, automatically by a data analysis system (e.g., of the
central controller). For example, the source location of the
signal 505 can be determined based on the intersection of
multiple arcs centered at the locations of the SI boxes, e.g.,
(X1, Y15 Z1)s (Xa, Y2 Z3), (X3, Y3, Z3), and (X4, ¥4, Z4). The radius
of each arc can be determined based on the P, .., 510,
Pygnars 520, Pypnr 530, and P, ;4 540, the respective
path losses, shadowing effects, or other propagation condi-
tions in the local wireless environment about each of the
multiple ST boxes. Accordingly, the source location of the RF
signals can be pinpointed and illustrated on the example map
500 for visualization.

FIG. 6 is a block diagram showing an example wireless-
spectrum analysis device 600. In some cases, the SI boxes of
FIGS. 1-5 can be implemented as the example wireless-spec-
trum analysis device 600 shown in FIG. 6 or as another type
of' wireless-spectrum analysis device. The example wireless-
spectrum analysis device 600 includes a housing 610, an RF
interface 612, a power management subsystem 620, a signal
analysis subsystem (e.g., the SI subsystem 630, etc.), a CPU
640, a memory 650, communication interfaces, an input/
output interface 642 (e.g., a USB connection), a GPS inter-
face 648, and one or more sensors (e.g., 3D orientation sen-
sors 644 such as a compass or gyroscope, temperature
sensors, etc.). The wireless-spectrum analysis device 600 can
include additional or different components and features, and
the features of the wireless-spectrum analysis device can be
arranged as shown in FIG. 6 or in another suitable configu-
ration.

In some implementations, the housing 610 can be a por-
table housing that houses the RF interface 612, the power
management subsystem 620, the signal analysis subsystem,
the communication interfaces, and other components of the
wireless-spectrum analysis device 600. The housing can be
made of plastic, metal, composites, or a combination of these
and other materials. The housing can include components that
are manufactured by molding, machining, extruding, or other
types of processes. In some implementations, the wireless-
spectrum analysis device 600 can be coupled to or integrated
with another device (e.g., a pico/femto cell box of a cellular
system, a WiFi access point or base station, a vehicle, a router,
amobile device, a thermostat, etc.). For example, the housing
610 of the wireless-spectrum analysis device 600 can be
attached to, incorporated, or otherwise coupled to the other
device. Alternatively, the housing 610 can be a dedicated
housing that houses only the components of the wireless-
spectrum analysis device 600.

In some implementations, the design and arrangement of
the housing 610 and components inside the housing 610 can
be optimized or otherwise configured for monitoring and
analyzing wireless-spectrum usage. For example, the sizes,
orientations, and relative locations of the components can be
optimized for detecting and analyzing RF signals, and the
device can be compact while accommodating all the neces-
sary components. In some instances, the housing 610 can be
on the order of, for example, 10x10x4 cm®; or another size
housing can be used.

In some implementations, the RF interface 612 is config-
ured to detect RF signals in multiple bandwidths of an RF
spectrum in a local wireless environment about the wireless-
spectrum analysis device 600. The RF interface 612 can
include an antenna system and multiple radio paths that are
configured to process RF signals in the respective band-
widths. In the example shown in FIG. 6, the RF interface 612
includes an antenna 622a, RF passive elements 624, RF active
elements 626, and passive elements 628. The RF passive
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elements 624 can include, for example, matching elements,
RF switches, and filters. The RF active elements 626 can
include, for example, RF amplifiers. The passive elements
628 after the RF active elements 626 can include, for
example, filters, matching elements, switches, and baluns.

In some examples, the signal analysis subsystem can be
configured to identify the spectral-usage parameters based on
the RF signals. A signal analysis subsystem can include radio
(s), digital signal processor (DSP), memory, and other com-
ponents for extracting spectral parameters and for analyzing
the RF spectrum. In some implementations, the combination
of'the RF interface 612 and the signal analysis subsystem can
be referred to as a spectrum inspection (SI) signal path, which
is described in greater detail with respect to FIG. 7.

The communication interfaces of the wireless-spectrum
analysis device 600 can be configured to transmit the spectral-
usage parameters or other SI information to a remote system
(e.g., the main controller 230 of FIG. 2). The communication
interfaces can include, one or more wireless interfaces 632
(e.g., a WiFi connection, cellular connection, etc.), a wireline
interface 646 to a local network (e.g., an Ethernet connection,
xDSL connection, etc.) or other types of communication links
or channels. The communication interfaces can share and
reuse the common antennas (e.g., using an antenna array) or
they can each have distinct and dedicated antennas.

The wireless interface 632 and the wireline interface 646
can each include a modem to communicate with the local or
wide area network. For example, the wireless interface 632
and the wireline interface 646 can send SI information to a
data aggregation system (e.g., the main controller 230 of FIG.
2) and receive control information (e.g., software updates)
from the data aggregation system, via the local or wide area
network. In some implementations, a wireless-spectrum
analysis device can be equipped with either or both of the
communication interfaces. The wireline interface 646 can
allow the example wireless-spectrum analysis device 600 to
exploit existing wireline communication infrastructure (e.g.,
in a building) and large transmission capacity of wireline
communications (e.g., large bandwidth provided by optical
network, advanced digital subscriber line technologies, etc.).
The wireless interface 632 can enhance the mobility and
flexibility of the example wireless-spectrum analysis device
600 such that it can deliver SI information at a variety of
locations and times, using Bluetooth, WikF1i, cellular, satellite,
or other wireless communication technologies.

In some implementations, the wireless interface 632 and
the RF interface 612 can share hardware or software compo-
nents (or both). In some implementations, the wireless inter-
face 632 and the RF interface 612 can be implemented sepa-
rately. In some implementations, the RF interface 612 is
mainly responsible for signal reception rather than transmis-
sion, and the RF interface 612 can be implemented with
specialized lower-power circuitry and thus reduce the overall
power consumption of the wireless-spectrum analysis device
600.

The power management subsystem 620 can include cir-
cuits and software for providing and managing power to the
wireless-spectrum analysis device 600. In some implementa-
tions, the power management subsystem 620 can include a
battery interface and one or more batteries (e.g., rechargeable
batteries, a smart battery with an embedded microprocessor,
or a different type of internal power source). The battery
interface may be coupled to a regulator, which may assist the
battery in providing direct current electrical power to the
wireless-spectrum analysis device 600. As such, the wireless-
spectrum analysis device 600 can include a self-contained
power supply and can be used at arbitrary locations without
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need for other external energy sources. Additionally or alter-
natively, the power management subsystem 620 can include
an external power interface that receives power from an exter-
nal source (e.g., an alternating current power source, an
adapter, a converter, etc.). As such, the wireless-spectrum
analysis device 600 can be plugged into an external energy
source.

In some implementations, the power management sub-
system 620 can oversee and manage power consumption of
the wireless-spectrum analysis device 600. For example, the
power management subsystem 620 can monitor the power
consumption of the RF interface 612, communication inter-
faces, the CPU 640, and other components of the wireless-
spectrum analysis device 600, and report the power consump-
tion state of the wireless-spectrum analysis device 600, for
example, to a central controller. In some implementations, the
wireless-spectrum analysis device 600 can be designed to
have low power consumption and the power management
subsystem 620 can be configured to send an alert to the central
controller or intervene with the operations of the wireless-
spectrum analysis device 600 if the power consumption
exceeds a threshold. The power management subsystem 620
can include additional or different features.

The CPU 640 can include one or more processors or
another type of data-processing apparatus that can execute
instructions, for example, to manage the operations of the
wireless-spectrum analysis device 600. The CPU 640 may
perform or manage one or more of the operations of a wire-
less-spectrum analysis device described with respect to FIGS.
1-5. In some implementations, the CPU 640 can be part of the
SI subsystem 630. For example, the CPU 640 can process,
compute, and otherwise analyze the measured wireless-spec-
trum data (e.g., from the RF interface 612). In some cases, the
CPU 640 can execute or interpret software, scripts, programs,
functions, executables, or other modules contained in the
memory 650.

The input/output interface 642 can be coupled to input/
output devices (e.g., a USB flash drive, a display, a keyboard,
or other input/output devices). The input/output interface 642
can assist data transfer between the wireless-spectrum analy-
sis device 600 and the external storage or display device, for
example, over communication links such as a serial link, a
parallel link, a wireless link (e.g., infrared, radio frequency, or
others), or another type of link.

The memory 650 can include, for example, a random
access memory (RAM), a storage device (e.g., a writable
read-only memory (ROM) or others), a hard disk, or another
type of storage medium. The memory 650 can store instruc-
tions (e.g., computer code) associated with operations of the
wireless-spectrum analysis device 600, a main controller, and
other components in a wireless-spectrum analysis system.
The memory 650 can also store application data and data
objects that can be interpreted by one or more applications or
virtual machines running on the wireless-spectrum analysis
device 600. The memory 650 can store, for example, location
data, environment data, and state data of the wireless-spec-
trum analysis device 600, wireless-spectrum data, and other
data.

In some implementations, the wireless-spectrum analysis
device 600 can be programmed or updated (e.g., repro-
grammed) by loading a program from another source (e.g.,
from a central controller through a data network, a CD-ROM,
or another computer device in another manner). In some
instances, the central controller pushes software updates to
the wireless-spectrum analysis device 600 as the updates
become available, according to a predetermined schedule, or
in another manner.
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FIG. 7 is a block diagram showing an example spectrum
inspection (SI) signal path 700. The SI signal path 700
includes an RF interface 710 (e.g., denoted as Radio Path A)
and a spectrum analysis subsystem 705. The RF interface 612
of'the wireless-spectrum analysis device 600 of FIG. 6 can be
implemented as the example RF interface 710 in FIG. 7 or in
another manner. The SI subsystem 630 of the wireless-spec-
trum analysis device 600 of FIG. 6 can be implemented as the
example spectrum analysis subsystem 705 in FIG. 7 or in
another manner. In some cases, the SI signal path 700 can
perform all necessary operations for monitoring and analyz-
ing the wireless-spectrum usage. For example, the SI signal
path 700 can perform functions of a typical wireless receiver
such as demodulation, equalization, channel decoding, etc.
The SI signal path 700 can support signal reception of various
wireless communication standards and access the spectrum
analysis subsystem 705 for analyzing the wireless-spectrum
usage.

In the example shown, the RF interface 710 can be a wide-
band or narrowband front-end chipset for detecting and pro-
cessing RF signals. For example, the RF interface 710 can be
configured to detect RF signals in a wide spectrum of one or
more frequency bands, or a narrow spectrum within a specific
frequency band of a wireless communication standard. In
some implementations, an SI signal path 700 can include one
or more RF interfaces 710 to cover the spectrum of interest.
Example implementations of such an SI signal path are
described with respect to FIG. 8.

In the example shown in FIG. 7, the RF interface 710
includes one or more antennas 722, an RF multiplexer 720 or
power combiner (e.g., an RF switch), and one or more signal
processing paths (e.g., “path 17730, . . ., “path M” 740). The
antenna 722 could be a multi-port antenna or single-port
antenna. The antenna 722 can include an omnidirectional
antenna, a directional antenna, or a combination of one or
more of each. The antenna 722 is connected to an RF multi-
plexer 720. In some implementations, the RF interface 710
can be configured to use the one or more antennas 722 for
detecting the RF signals based on single-input single-output
(SISO), single-input and multiple-output (SIMO), multiple-
input and single-output (MISO) or multiple-input and mul-
tiple-output (MIMO) technologies.

In some implementations, an RF signal in the local envi-
ronment of an SI box can be picked up by the antenna 722 and
input into the RF multiplexer 720. Depending on the fre-
quency of the RF signal that needs to be analyzed, the signal
702 output from the RF multiplexer 720 can be routed to one
of'the processing paths (i.e., “path 17 730, .. ., “path M 740).
Here M is an integer. Each path can include a distinct fre-
quency band. For example, “path 1” 730 may be used for RF
signals between 1 GHz and 1.5 GHz, while “path M may be
used for RF signals between 5 GHz and 6 GHz. The multiple
processing paths may have a respective central frequency and
bandwidth. The bandwidths of the multiple processing paths
can be the same or different. The frequency bands of two
adjacent processing paths can be overlapping or disjointed. In
some implementations, the frequency bands of the processing
paths can be allocated or otherwise configured based on the
assigned frequency bands of different wireless communica-
tion standards (e.g., GSM, LTE, WiFi, etc.). For example, it
can be configured such that each processing path is respon-
sible for detecting RF signals of a particular wireless com-
munication standard. As an example, “path 1” 730 may be
used for detecting LTE signals while the “path M 740 may be
used for detecting WiFi signals.

Each processing path (e.g., “processing path 1 730, “pro-
cessing path M” 740) can include one or more RF passive and
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RF active elements. For example, the processing path can
include an RF multiplexer, one or more filters, an RF de-
multiplexer, an RF amplifier, and other components. In some
implementations, the signal 702 output from the RF multi-
plexer 720 can be applied to a multiplexer in a processing path
(e.g., “RF multiplexer 17 732, . . ., “RF multiplexer M” 742).
For example, if “processing path 1” 730 is selected as the
processing path for the signal 702, the signal 702 can be fed
into “RF multiplexer 17 732. The RF multiplexer can choose
between the signal 702 coming from the first RF multiplexer
720 or the RF calibration (cal) tone 738 provided by the
spectrum analysis subsystem 705. The output signal 704 of
“RF multiplexer 1”732 can go to one of'the filters, Filter(1,1)
734a, . .., Filter (1,N) 734n, where N is an integer. The filters
further divide the frequency band of the processing path into
a narrower band of interest. For example, “Filter(1,1)” 734a
can be applied to the signal 704 to produce a filtered signal
706, and the filtered signal 706 can be applied to “RF de-
multiplexer 17 736. In some instances, the signal 706 can be
amplified in the RF de-multiplexer. The amplified signal 708
can then be input into the spectrum analysis subsystem 705.

The spectrum analysis subsystem 705 can be configured to
convert the detected RF signals into digital signals and per-
form digital signal processing to identify spectral-usage
parameters for the RF spectrum based on the detected RF
signals. The spectrum analysis subsystem 705 can include
one or more SI radio receive (RX) paths (e.g., “SI radio RX
path 1”” 750a, “SI radio RX path M” 750m), a DSP spectrum
analysis engine 760, an RF calibration (cal) tone generator
770, a front end control module 780, and an 1/O 790. The
spectrum analysis subsystem 705 may include additional or
different components and features.

Inthe example shown, the amplified signal 708 is input into
“SI radio RX path 1” 750a, which down-converts the signal
708 into a baseband signal and applies gain. The down-con-
verted signal can then be digitalized via an analog-to-digital
converter. The digitized signal can be input into the DSP
spectrum analysis engine 760. The DSP spectrum analysis
engine 760 can, for example, identify packets and frames
included in the digital signal, read preambles, headers, or
other control information embedded in the digital signal (e.g.,
based on specifications of a wireless communication stan-
dard), determine the signal power and SNR of the signal at
one or more frequencies or over a bandwidth, channel quality
and capacity, traffic levels (e.g., data rate, retransmission rate,
latency, packet drop rate, etc.), or other spectral-usage param-
eters. The output (e.g., the spectral-usage parameters) of the
DSP spectrum analysis engine 760 can be applied and for-
matted to the /O 790, for example, for transmission of the
spectral-usage parameters to the data aggregation system via
one or more communication interfaces of the wireless-spec-
trum analysis device.

The RF calibration (cal) tone generator 770 can generate
RF calibration (cal) tones for diagnosing and calibration of
the radio RX paths (e.g., “radio RX path 1” 750q, . . . “radio
RX path M 750m). The radio RX paths can be calibrated, for
example, for linearity and bandwidth.

FIG. 8 is a block diagram 800 showing another example
implementation of an SI signal path 800 of a wireless-spec-
trum analysis device. In some instances, the SI signal path can
include more than one RF interfaces (radio paths) that are
connected to multiple different antennas. In the example
shown in FIG. 8, the SI signal path 800 includes a radio path
A 810 and a radio path B 820, each coupled to a spectrum
analysis subsystem 830. The radio path A 810 and radio path
B 820 can be configured in a similar manner as the RF inter-
face or radio path A 710 of FIG. 7, or they can be configured
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in another manner. The radio path A 810 and radio path B 820
can have the same or different configuration, for example,
covering the same or different frequency bands for wireless-
spectrum monitoring and analysis.

FIG. 9 is a top view of an example wireless-spectrum
analysis device 900. In some cases, the S boxes of FIGS. 1-5
can be implemented as the example wireless-spectrum analy-
sis device 900 shown in FIG. 9 or as another type of wireless-
spectrum analysis device. The example wireless-spectrum
analysis device 900 in FIG. 9 can include some or all of the
features shown in FIGS. 6-7, or the wireless-spectrum analy-
sis device 900 in FIG. 9 can include fewer, additional or
different features. The wireless-spectrum analysis device 900
can include one or more antennas, for example, connected to
one or more RF interfaces inside a housing of the wireless-
spectrum analysis device 900. For instance, the antennas of
the example wireless-spectrum analysis device 900 can be the
antennas 622a-c of FIG. 6 or the antenna 722 of FIG. 7.

The antennas can be strategically arranged on the wireless-
spectrum analysis device 900 for reception of RF signals. The
example wireless-spectrum analysis device 900 shown in
FIG. 9 includes four antennas 910a-d placed ninety degrees
from each other relative to the center of the wireless-spectrum
analysis device 900. In some instances, the antennas can be
arranged with a different degree of separation, orientation, or
position, for example, based on the total number of antennas,
the antenna profiles, the location and orientation of the wire-
less-spectrum analysis device 900, or other factors.

FIG. 10 is a top view 1000 of example antenna profiles of
the antennas 910a-d of the example wireless-spectrum analy-
sis device 900 of FIG. 9. In the example shown in FIG. 10, the
antennas 910a-d have respective antenna profiles or patterns
920a-d, respectively. The antenna profiles 920a-d can be the
same or different. The antenna profiles 920a-d can be selected
or otherwise configured, for example, based on the frequency
or frequency band of interest, the desired antenna gain, or
other factors.

FIG. 11 is a top view of another example wireless-spectrum
analysis device 1100. In some cases, the SI boxes of FIGS.
1-5 can be implemented as the example wireless-spectrum
analysis device 1100 shown in FIG. 11 or as another type of
wireless-spectrum analysis device. The example wireless-
spectrum analysis device 1100 in FIG. 11 can include some or
all of the features shown in FIGS. 6-10, or the wireless-
spectrum analysis device 1100 in FIG. 11 can include fewer,
additional or different features.

The wireless-spectrum analysis device 1100 includes four
antennas 1110qa-d and a reference direction indicator 1105 on
the wireless-spectrum analysis device 1100. In some cases,
the antennas 1110a-d are oriented or configured with respect
to cardinal directions or another coordinate system according
to the reference direction indicator 1105. In the example
shown in FIG. 11, the reference direction indicator 1105 is
oriented along the North compass direction. Another refer-
ence direction can be used. The orientations and displace-
ments of the antennas 1110a-d can be identified and, in some
cases, adjusted with respect to the reference direction indica-
tor 1105.

In some implementations, a wireless-spectrum analysis
device can be a portable, modular device. For example, some
wireless-spectrum analysis devices can be moveable or
reconfigurable for use in multiple locations (e.g., in series),
without having to substantially deconstruct or disassemble
the device. In some cases, wireless-spectrum analysis devices
are interchangeable with each other, so that the network of
wireless-spectrum analysis devices can be conveniently
upgraded, expanded, tailored, or otherwise modified.
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In some cases, a wireless-spectrum analysis device can be
installed by one or more operators, for example, by position-
ing the device and connecting it to standard power and data
links. In some cases, a wireless-spectrum analysis device can
be secured in place by fasteners (e.g., screws, bolts, latches,
adhesive, etc.), or a wireless-spectrum analysis device can
rest in a free position (e.g., without fasteners). In some
instances, wireless-spectrum analysis devices can operate in a
variety of locations and environments. As an example, some
wireless-spectrum analysis devices can be installed a vehicle
(e.g., a car, a bus, a train, a ship, etc.) where the wireless-
spectrum analysis device can monitor and analyze the spec-
trum while in motion. In other examples, wireless-spectrum
analysis devices can be installed on traffic infrastructure,
communication infrastructure, power infrastructure, dedi-
cated real property, industrial systems, urban or commercial
buildings, residential areas, and other types of locations.

FIG. 12 is a block diagram 1200 showing an example
application of a wireless-spectrum analysis device 1210
where the wireless-spectrum analysis device 1210 is mounted
on a bus 1220. The wireless-spectrum analysis device 1210
can record its varying geographic locations, monitor the spec-
trum-usage data at each location, and transmit the spectrum
inspection information to a central controller as the bus 1220
moves. In some implementations, the wireless-spectrum
analysis device 1210 can be configured to monitor and ana-
lyze the spectrum used by passengers on the bus 1220. For
example, the wireless-spectrum analysis device 1210 may
detect identifiers of cellphones used by the passengers, detect
cellular or WiF1i signals transmitted and received by the cell-
phones of the passengers, and derive spectral-usage param-
eters specific to the RF traffic occurring within or around the
bus 1220. The wireless-spectrum analysis device 1210 can be
configured in another manner. In some cases, the wireless-
spectrum analysis device 1210 can leverage power and com-
munication capabilities of the bus 1220, or the wireless-spec-
trum analysis device 1210 can include independent power
and communications capabilities.

While this specification contains many details, these
should not be construed as limitations on the scope of what
may be claimed, but rather as descriptions of features specific
to particular examples. Certain features that are described in
this specification in the context of separate implementations
can also be combined. Conversely, various features that are
described in the context of a single implementation can also
be implemented in multiple embodiments separately or in any
suitable sub-combination.

A number of examples have been described. Nevertheless,
it will be understood that various modifications can be made.
Accordingly, other embodiments are within the scope of the
following claims.

The invention claimed is:

1. A wireless-spectrum analysis system comprising:

wireless-spectrum analysis devices distributed at distinct

locations over a geographic region, the wireless-spec-

trum analysis devices configured to concurrently moni-

tor wireless-spectrum usage at each distinct location;

each wireless-spectrum analysis device comprising:

aradio-frequency (RF) interface configured to detect, in
a local wireless environment about the wireless-spec-
trum analysis device, RF signals in multiple distinct
bandwidths of an RF spectrum;

a signal analysis subsystem configured to generate spec-
tral-usage parameters based on processing the RF
signals, the processing comprising identifying a
power of the RF signals detected in one or more of the
bandwidths; and
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a communication interface configured to transmit mes-
sages comprising the spectral-usage parameters gen-
erated by the signal analysis subsystem, the messages
indicating location information and time information
for the spectral-usage parameters;

a data aggregation system configured to aggregate the
spectral-usage parameters transmitted from the wire-
less-spectrum analysis devices.

2. The wireless-spectrum analysis system of claim 1,
wherein each wireless-spectrum analysis device is a portable
device dedicated to monitoring wireless-spectrum usage.

3. The wireless-spectrum analysis system of claim 1,
wherein the RF interface comprises an antenna system and a
plurality of radio paths, the radio paths configured to process
RF signals in the respective bandwidths.

4. The wireless-spectrum analysis system of claim 1,
wherein each wireless-spectrum analysis device comprises a
dedicated housing that houses the RF interface, the signal
analysis subsystem, and the communication interface.

5. The wireless-spectrum analysis system of claim 4,
wherein the housing houses a power supply that powers the
RF interface, the signal analysis subsystem, and the commu-
nication interface.

6. The wireless-spectrum analysis system of claim 1,
wherein the wireless-spectrum analysis device is integrated
with another device.

7. The wireless-spectrum analysis system of claim 1,
wherein the signal analysis subsystem is configured to iden-
tify spectral-usage parameters comprising at least one of:

a power of detected RF signals in each bandwidth;

apower of detected RF signals at one or more frequencies;

asignal-to-noiseratio of detected RF signals at one or more
frequencies; and

a frequency at which detected RF signals have maximum
power in each bandwidth.

8. The wireless-spectrum analysis system of claim 1,
wherein the signal analysis subsystem is configured to extract
signaling information from the RF signals, and one or more of
the spectral-usage parameters is based on the signaling infor-
mation.

9. The wireless-spectrum analysis system of claim 1,
wherein the data aggregation system is configured to generate
a spectral-usage report for the geographic region based on the
spectral-usage parameters from the wireless-spectrum analy-
sis devices.

10. The wireless-spectrum analysis system of claim 1,
wherein the data aggregation system comprises a central con-
trol system configured to remotely control operation of the
wireless-spectrum analysis devices.

11. The wireless-spectrum analysis system of claim 1,
wherein the communication interface is configured to trans-
mit processed data without transmitting the RF signals from
which the processed data are generated.

12. The wireless-spectrum analysis system of claim 1,
wherein the location information comprises at least one of an
identifier associated with a wireless-spectrum analysis
device, a location identifier or location coordinates.

13. A method of analyzing wireless-spectrum usage in a
geographic region, the method comprising:

monitoring wireless-spectrum usage concurrently at mul-
tiple distinct locations in a geographic region by opera-
tion of modular wireless-spectrum analysis devices dis-
tributed over the geographic region, each wireless-
spectrum analysis device comprising a radio-frequency
(RF) interface, a signal analysis subsystem, and a com-
munication interface, each radio-frequency (RF) inter-
face configured to detect, in a local wireless environment
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about the wireless-spectrum analysis device, RF signals

in multiple distinct bandwidths of an RF spectrum;

generating spectral-usage parameters at each wireless-
spectrum analysis device by operation of the respective
signal analysis subsystems, the spectral-usage param-
eters generated based on a power of the RF signals
detected in one or more of the bandwidths;

transmitting messages from the wireless-spectrum analy-
sis devices by operation of the respective communica-
tion interfaces, the messages transmitted by each wire-
less-spectrum analysis device comprising the spectral-
usage parameters generated by the signal analysis
subsystem of the respective wireless-spectrum analysis
device, the messages indicating location information
and time information for the spectral-usage parameters;
and

aggregating, on a computing system, the spectral-usage
parameters transmitted from the wireless-spectrum
analysis devices.

14. The method of claim 13, wherein each wireless-spec-
trum analysis device monitors wireless-spectrum usage for
multiple wireless communication standards.

15. The method of claim 13, wherein each wireless-spec-
trum analysis device transmits data that indicate the spectral-
usage parameters and temporal and spatial coordinates asso-
ciated with the spectral-usage parameters.

16. The method of claim 13, wherein each wireless-spec-
trum analysis device identifies spectral-usage parameters
comprising at least one of:

a power of detected signals in each of multiple distinct

bandwidths;

a power of detected signals at one or more frequencies;

a signal-to-noise ratio of detected signals at one or more
frequencies; and

a frequency at which detected signals have maximum
power in each of multiple distinct bandwidths.

17. The method of claim 13, further comprising generating

a spectral-usage report for the geographic region based on the
aggregated spectral-usage parameters from the wireless-
spectrum analysis devices.

18. A wireless-spectrum analysis system comprising:

a communication system configured to receive spectral-
usage parameters from wireless-spectrum analysis
devices distributed over a geographic region, each wire-
less-spectrum analysis device comprising:
aradio-frequency (RF) interface configured to detect, in

a local wireless environment about the wireless-spec-
trum analysis device, RF signals in multiple distinct
bandwidths of an RF spectrum;

a signal analysis subsystem configured to generate spec-
tral-usage parameters based on processing the RF
signals, the processing comprising identifying a
power of the RF signals detected in one or more of the
bandwidths; and

a communication interface configured to transmit mes-
sages comprising the spectral-usage parameters from
the wireless-spectrum analysis device, the messages
indicating location information and time information
for the spectral-usage parameters; and

a data analysis system that generates a spectral-usage
report for the geographic region based on the spectral-
usage parameters from the devices.

19. The wireless-spectrum analysis system of claim 18,
wherein the spectral-usage report indicates detected wireless
traffic levels in each of multiple bandwidths in a radio-fre-
quency spectrum.
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20. The wireless-spectrum analysis system of claim 18,
wherein the communication system receives spatial and tem-
poral coordinates for each of the spectral-usage parameters,
and the spectral-usage report indicates spatial and temporal
distributions of wireless-spectrum usage in the geographic
region.

21. The wireless-spectrum analysis system of claim 18,
wherein the spectral-usage report indicates detected wireless
traffic levels for multiple wireless communication standards.

22. The wireless-spectrum analysis system of claim 18,
wherein the data analysis system is configured to determine a
source location for the detected RF signals, and the spectral-
usage report indicates the source location.
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